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SEDIMENT TRAP

SECTION A-A

9" DIAMETER LDOSE RIPRAP PLACE
12" DEEP ALONG INFLQOW OF THE TRAP
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SECTION B-B

LENGTH = 2X WIDTH
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OUTLET

CONCENTRATED

FLOW —
|B INLET

PLAN VIEW

NOTES FOR SEDIMENT TRAPS:

1. PLACE SEDIMENT TRAPS AT LOCATIONS SHOWN ON THE PLANS OR
AS DIRECTED BY THE ENGINEER.

2. IDENTIFY THE STORAGE CAPACITY OF EACH SEDIMENT TRAP
IN THE PROJECT PLAN SET.

3. CONSTRUCT TRAP LENGTH TWICE AS LONG AS THE WIDTH.

4. MAINTAIN A PROPERLY FUNCTIONING SEDIMENT TRAP THROUGHOUT
CONSTRUCTION OR UNTIL DISTURBED AREAS CONTRIBUTING TO THE
BASIN HAVE BEEN PAVED OR SEEDED AND MULCHED.

5. REMOVE SEDIMENT AS IT ACCUMULATES AND PLACE IT IN A STABLE
AREA APPROVED BY THE ENGINEER.
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IF OVERFLOW WATER RUNS ACROSS
DISTURBED GROUND.,
IT WITH STONE OR CHANNEL LINER

STABILIZE

STABILIZED CONSTRUCTION ENTRANCE

2" - 3" ROCK
6” MINIMUM THICKNESS

NOTES FOR STABILIZED CONSTRUCTION ENTRANCE:

1. PLACE STABILIZED CONSTRUCTION ENTRANCES AT LOCATIONS
SHOWN ON THE PLANS OR AS DIRECTED BY THE ENGINEER.

2. MAINTAIN A PROPERLY FUNCTIONING CONSTRUCTION ENTRANCE
THROUGHOUT CONSTRUCTION OR UNTIL DISTURBED AREAS HAVE
BEEN PAVED.

3. DO NOT ALLOW VEHICLES LEAVING THE CONSTRUCTION SITE TO
TRACK MUD ONTO PAVED ROADS.
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